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Captare/monitorizare:

Orchestra:

. Vioara 1x10, microfon dpa 4099 x10
. Vioara 2x8, microfon dpa 4099 x8

. Viola x6, microfon dpa 4099 x 6

. Cello x4, microfon dpa 4099 x 4

. Contrabas x2, microfon dpa 4099 x 2
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. Flaut x2, Neumann km 184+stativ x1

. Oboi x2, Neumann km 184+stativ x1

. Clarinet x2, Neumann km 184+stativ x1
. Fagot x2, Neumann km 184+stativ x1
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10. Corn x2, Neumann km 184+stativ x1
11. Trompeta x2, Neumann km 184+stativ x1
12. Trombon x3, Neumann km 184+stativ x2

13. Timpani, AKG 414+stativ x2
14. Percutie, AKG 414+stativ x2
15. Keyboard (cu tonuri: clavecin, celesta, harpa etc): D.l. stereo+monitor+stativ



Band (doar pentru Irina Baiant)

Voci:
Irina Baiant - Shure KSM 11 sau Neumann KK 205 (si sistem wireless Shure Axient sau Sennheiser EW DX) + monitor de scena x2
Doar pentru Barbier:

Solisti x8: Dpa 4088 headset (si sistem wireless Shure Axient sau Sennheiser EW DX) x8
Cor x10: Dpa 4088 headset (si sistem wireless Shure Axient sau Sennheiser EW DX) x10

Recuzita:

Pupitre+lampi: 40 simple+1 de dirijor
Scaune 50 simple+2 contrabas+1 timpani

Monitorizare orchestra:

Side fill pa x4
Dirijor 1 monitor de scena



Raider Alba lulia

Lumini:

28 moving head wash led minim 400w, mixaj de culoare rgb

8 moving head spot lampa minim 330w, mixaj de culoare rgb

Consola lumini digitala cu minim 6 universuri dmx, ecran touch screen



RIDER TEHNIC

CONCERT PIAN

Microfon captare pian clasic

5 floor monitor

RIDER TEHNIC

GETA BURLACU & VOXMEN ACAPELLA

9 microfoane wireless (ex. Shure B58)
5 floor monitor

1 in ear monitor
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